
SLOPE TO DRAIN

CONCRETE TRAIL

0.02'/FT

10'

4:1 MAX

L TRAILC

NOT TO SCALE

4" CONC. PAVEMENT (2531)
4" AGGREGATE BASE, CL. 5 (2211) 

SUBGRADE PREPARATION (2112) (INCIDENTAL)

SAINT PETER STANDARD
PLATE 1005

NOTES:
1. ALL JOINTS SHALL BE SAW CUT TO A DEPTH OF 13

16".
2. TRAIL CENTERLINE JOINT SHALL BE SAW CUT.
3. TRANSVERSE JOINTS SHALL BE SAW CUT AT 5 FT. INTERVALS.
4. TRAIL EDGES SHALL BE ROUNDED WITH 1 4" RADIUS TOOL.
5. 1

2" EXPANSION JOINT SHALL BE CONSTRUCTED AT MAXIMUM 100 FT. INTERVALS.

2' CLEAR ZONE2' CLEAR ZONE

(100% CRUSHED LIMESTONE OR RECYCLED CONCRETE OR BITUMINOUS)
(INCIDENTAL TO TRAIL)

APPROVED:   ADOPTED BY CITY COUNCIL ON MAY 14, 2012

STANDARD DETAIL
PLATE NO:
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 REVISED:   REVISION ADOPTED BY CITY COUNCIL ON APRIL 14, 2014


